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initiate_transmission

$CCMUC

modified transmission

$CATXP

Key:

Always present (required usage)
Often present (typical usage)

Occasionally present (advanced or special usage)

CAXST

Application or other
Goby Modules

Application or other
Goby Modules

$CARXP

$CAMUA

$CACST

signal_modify_transmission

signal_transmit_result

type == MICROMODEM_MINI_DATA: signal_receive

[[ModemTransmission]]
src: 1
dest: 2
type: MICROMODEM_MINI_DATA
[micromodem.protobuf.transmit_stat] {
...
packet_type: FSK_MINI
...
}

[[ModemTransmission]]
src: 1
dest: 2
type: MICROMODEM_MINI_DATA

[[ModemTransmission]]
src: 1
dest: 2
time: 1316033108000000
time_source: MODEM_TIME
type: MICROMODEM_MINI_DATA
frame: "\001#"
[micromodem.protobuf.receive_stat] {
mode: RECEIVE_GOOD
...
data_quality_factor: 250
doppler: 0
stddev_noise: -1
carrier_freq: 25120
bandwidth: 4000
version: 0
}

$CAMUC

FSK-Mini (User)

requested data

signal_data_request if ModemTransmission::frame_size() < 1

[[ModemTransmission]]
src: 1
dest: 2
type: MICROMODEM_MINI_DATA
max_num_frames: 1
max_frame_bytes: 2
frame: "\001#"


